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CCTV Security                            Video Catalog 
featuring

     High Definition Video 
Technology Solutions~

ALL WITH REALTIME VIEWING & RECORDING PLAYBACK ON 
YOUR MOBILE DEVICES AND COMPUTER BROWSERS

HPI Security providing System Design, Sales, 
Installation, Monitoring and Maintenance Services
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DUHD-0485EU-K

2  YEAR WARRANTY!

DUHD-1685EU-K

2  YEAR WARRANTY!

DUHD-0885EU-K

2  YEAR WARRANTY!

DUHD-0485MU-J

2  YEAR WARRANTY!

• 4CH, UHD 4K @30fps input
 Supports 4 IP cameras 
 (up to 12MP)  @30fps 
• Recording 4CH at 4K res.   
 3840 x 2160 Per CH   

• 1 CH audio
 4 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simul

• 16CH, UHD 4K @30fps input
 Supports 16 IP cameras
 (up to 12MP) @30fps
• Recording 16CH at 4K res.  
 3840 x 2160 Per CH 

• 1 CH audio
 16 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simul

• 8CH, UHD 4K @30fps input
 Supports 8 IP cameras 
 (up to 12MP) @30fps 
• Recording 8CH at 4K res.  
 3840 x 2160 Per CH 

• 1 CH audio
 8 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simul

• 4CH, UHD 4K @30fps input
 Supports 4 IP cameras 
 (up to 12MP)  @30fps 
• Recording 4CH at 4K res.  
 3840 x 2160 Per CH 

• 4 CH audio
 4 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simul

• 8CH, UHD 4K @30fps input
 Supports 8 IP cameras 
 (up to 12MP) @30fps
• Recording 8CH at 4K res.  
 3840 x 2160 Per CH 

• 8 CH audio
 8 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simul

DUHD-0885MU-J

2  YEAR WARRANTY!

THE INVENTORS OF

REALTIME VIEWING & RECORDING

EXCLUSIVE

PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO 8 TB

PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO 8 TB

PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO 8 TB

PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO 8 TB

PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO 8 TB

UHD TECHNOLOGY 4K

H265+

NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

 

800-229-6693
www.HPIsecurity.com

An Authorized Dealer

Call



• 16CH, UHD 4K @30fps input
 Supports 16 IP cameras
 (up to 12MP) @30fps 
• Rec 16 CH at 4K resolution   
 3840 x 2160 Per CH 

• 16 CH audio
 16 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simul

• 16CH, UHD 4K @30fps input
 Supports 16 IP cameras
 (up to 12MP) @30fps
• Rec 16CH at 4K resolution   
 3840 x 2160 Per CH 

• 1 CH audio
 16 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simul

• 8CH, UHD 4K @30fps input
 Supports 8 IP cameras 
 (up to 12MP) @30fps
• Rec 8CH at 4K resolution   
 3840 x 2160 Per CH 

• 8 CH audio
 8 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simul

DUHD-0885AU-N

DUHD-1685EU-N

DUHD-1685AU-N

2  YEAR WARRANTY!

2  YEAR WARRANTY!

2  YEAR WARRANTY!

• 32CH, UHD 4K @30fps input
 Supports 16CH BNC, 16CH 
 through LAN cameras 
 (up to 12MP)  @30fps 
• Rec 32CH at 4K resolution   
 3840 x 2160 Per CH 

• 16 CH audio
 32 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording 
 Simul

DUHD-3285AU-B

2  YEAR WARRANTY!

• 8CH, UHD 4K @30fps input
 Supports 8 IP cameras 
 (up to 12MP) @30fps 
• Rec 8CH at 4K resolution   
3840 x 2160 Per CH 

• 1 CH audio
 8 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simul

DUHD-0885EU-N

2  YEAR WARRANTY!

SUPPORTS UP TO 24 TB PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO 24 TB PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO 24 TB PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO 24 TB PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO  48 TB
PLEASE CALL FOR
HARD DRIVE CAPACITY!

UHD TECHNOLOGY 4K

THE INVENTORS OF

REALTIME VIEWING & RECORDING

EXCLUSIVE
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H265+

NEW 
ITEM!

 

 

800-229-6693
www.HPIsecurity.com

An Authorized Dealer

Call



REALTIME VIEWING & RECORDING

EXCLUSIVE

2  YEAR WARRANTY!

ID-MC2401C
BOSS

2  YEAR WARRANTY!

ID-MC2403C
BOSS

2  YEAR WARRANTY!

ID-BLA401C
BOSS 2  YEAR WARRANTY!

ID-BLA402C
BOSS
UHD TECHNOLOGY 2K

2  YEAR WARRANTY!

OV4689

4 Megapixel

2592*1520

0.01Lux/0Lux(IR on)

2.8mm

72°(H)

Mechanism IR cut Filter

2pcs IR Array LEDs

20M

OV4689

4 Megapixel

2592*1520

0.01Lux/0Lux(IR on)

2.7-13.5mm 4MP/F1.4

104-31°(H)

Mechanism IR cut Filter

36pcs 

20M

OV4689

4 Megapixel

2592*1520

0.01Lux/0Lux(IR on)

2.8 ~ 12 mm 4MP/F1.4

2.7-13.5mm 4MP/F1.4

91-28°(H)/104-31°(H)

Mechanism IR cut Filter

2pcs IR Array LEDs

20M

Image Sensor:

Sensoor Resolutions:

Max VVideeo Resolution:

Sensitivity:

Leens(standard):

AAngle of View:

ICR:

LED:

Distance(M):

OV4689

4 Megapixel

2592*1520

0.01Lux/0Lux(IR on)

2.8mm

72°(H)

Mechanism IR cut Filter

36pcs 

20M

Image Sensor:

Sensoor Resolutions:

Max VVideeo Resolution:

Sensitivity:

Leens (standard):

AAngle of View:

ICR:

LED:

Distance(M):

Image Sensor:

Sensoor Resolutions:

Max VVideeo Resolution:

Sensitivity:

Leens (standard):

AAngle of View:

ICR:

LED:

Distance(M):

Image Sensor:

Sensoor Resolutions:

Max VVideeo Resolution:

Sensitivity:

Leens(standard):

LLens(optional):

AAngle of View:

ICR:

LED:

Distance(M):
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H265+

NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

 



ID-BLA802A

2  YEAR WARRANTY!

BOSS

ID-BLA801A

2  YEAR WARRANTY!

BOSS

ID-MC2801A

2  YEAR WARRANTY!

BOSS

ID-BL3801A

2  YEAR WARRANTY!

BOSS

EXCLUSIVE

UHD TECHNOLOGY 4K

SONY IMX 274

8Megapixel

3840*2160

0.01Lux/0Lux(IR on)

3.3-12mm 8MP /F1.4

105-37°(H)

Mechanism IR cut Filter

2pcs IR Array LEDs

20M

Image Sensor:

Sensoor Resolutions:

Max Videeo Resolution:

Sensitivity:

Leens (standard):

AAngle of View:

ICR:

LED:

Distance(M):

SONY IMX 274

8Megapixel

3840*2160

0.01Lux/0Lux(IR on)

4.5mm 8MP/F2.0

72°(H)

Mechanism IR cut Filter

2pcs IR Array LEDs

20M

SONY IMX 274

8Megapixel

3840*2160

0.01Lux/0Lux(IR on)

4.5mm 8MP/F2.0

72°(H)

Mechanism IR cut Filter

36pcs 

20M

SONY IMX 274

8Megapixel

3840*2160

0.01Lux/0Lux(IR on)

5mm 8MP/F2.2 

72°(H)

Mechanism IR cut Filter

5pcs

40M

Image Sensor:

Sensoor Resolutions:

Max Videeo Resolution:

Sensitivity:

Leens (standard):

AAngle of View:

ICR:

LED:

Distance(M):

Immagge Sensor:

SSennsoor Resolutions:

MMax VViddeoo Resolution:

Sensitivity:

Leenss (sstandard):

Annglle of View:

ICR:

LED:

Disstance(M):

Image Sensor:

Sensoor Resolutions:

Max Videeo Resolution:

Sensitivity:

Leens (standard):

AAngle of View:

ICR:

LED:

Distance(M):
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H265+

NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

 



TVI 4.0  AHD 4.0  CVI  4.0  IP        8MP  ANALOG

• 4CH, TVI/AHD/CVI UP TO 8MP, IP
• TVI/AHD/CVI:5MP @12 fps, 
 4MP @ 15 fps, 3MP @ 18 fps, 1080P 
 @ 30/25 fps, 720P @ 30/25 fps, 
 960H / D1 @30/25fps

• 1 CH audio
• Supports 4 IP cameras (up to 8MP)
• 4 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simultaneously

• 16CH, TVI/AHD/CVI UP TO 8MP, IP
• TVI/AHD/CVI:5MP @12 fps, 
 4MP @ 15 fps, 3MP @ 18 fps, 1080P 
 @ 30/25 fps, 720P @ 30/25 fps, 
 960H / D1 @30/25fps

• 1 CH audio
• Supports 16 IP cameras (up to 8MP)
• 16 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simultaneously

• 16CH, TVI/AHD/CVI UP TO 8MP, IP
• TVI/AHD/CVI:5MP @12 fps, 
 4MP @ 15 fps, 3MP @ 18 fps, 1080P 
 @ 30/25 fps, 720P @ 30/25 fps, 
 960H / D1 @30/25fps

• 16 CH audio
• Supports 16 IP cameras (up to 8MP)
• 16 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simultaneously

• 16CH, TVI/AHD/CVI UP TO 8MP, IP
• TVI/AHD/CVI:5MP @12 fps, 
 4MP @ 15 fps, 3MP @ 18 fps, 1080P 
 @ 30/25 fps, 720P @ 30/25 fps, 
 960H / D1 @30/25fps

• 1 CH audio
• Supports 16 IP cameras (up to 8MP)
• 16 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simultaneously

• 8CH, TVI/AHD/CVI UP TO 8MP, IP
• TVI/AHD/CVI:5MP @12 fps, 
 4MP @ 15 fps, 3MP @ 18 fps, 1080P 
 @ 30/25 fps, 720P @ 30/25 fps, 
 960H / D1 @30/25fps

• 4 CH audio
• Supports 8 IP cameras (up to 8MP)
• 8 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simultaneously

• 8CH, TVI/AHD/CVI UP TO 8MP, IP
• TVI/AHD/CVI:5MP @12 fps, 
 4MP @ 15 fps, 3MP @ 18 fps, 1080P 
 @ 30/25 fps, 720P @ 30/25 fps, 
 960H / D1 @30/25fps

• 1 CH audio
• Supports 8 IP cameras (up to 8MP)
• 8 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simultaneously

• 4CH, TVI/AHD/CVI UP TO 8MP, IP
• TVI/AHD/CVI:5MP @12 fps, 
 4MP @ 15 fps, 3MP @ 18 fps, 1080P 
 @ 30/25 fps, 720P @ 30/25 fps, 
 960H / D1 @30/25fps

• 4 CH audio
• Supports 4 IP cameras (up to 8MP)
• 4 CH sync playback
• RS-485 serial interface
• Live display, playback
 and recording Simultaneously

RMH-0428E-K 4.0

RMH-0428M-J 4.0

RMH-0828E-K 4.0

RMH-0828M-J 4.0

RMH-1628E-K 4.0

RMH-1628E-N 4.0

RMH-1628A-N 4.0

2  YEAR WARRANTY!

2  YEAR WARRANTY!

2  YEAR WARRANTY!

2  YEAR WARRANTY!

2  YEAR WARRANTY!

2  YEAR WARRANTY!

2  YEAR WARRANTY!

RMH 4.0 SUPPORT TVI 4.0 + AHD 4.0 + CVI  4.0 + IP UP TO 8MP + ANALOG
PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO 8 TB

SUPPORTS UP TO 8 TB

SUPPORTS UP TO 8 TB

SUPPORTS UP TO 8 TB

SUPPORTS UP TO 8 TB

SUPPORTS UP TO 16 TB

SUPPORTS UP TO 24 TB

PLEASE CALL FOR
HARD DRIVE CAPACITY!

PLEASE CALL FOR
HARD DRIVE CAPACITY!

PLEASE CALL FOR
HARD DRIVE CAPACITY!

PLEASE CALL FOR
HARD DRIVE CAPACITY!

PLEASE CALL FOR
HARD DRIVE CAPACITY!

PLEASE CALL FOR
HARD DRIVE CAPACITY!

DVR/NVR 
App

UP 
TO
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NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

 



TVI 3.0  AHD 2.0  CVI  IP  ANALOG

RMH 3.0 SUPPORT TVI 3.0 + AHD 2.0 + CVI  2.0 + IP + ANALOG

• 8CH, TVI 4 MP@15fps,

 3MP@18fps, 1080P @30fps input,

 720P@60/30fps input,

• AHD/TVI/CVI 4MP/3MP/1080P/

 720P@15-30fps viewing & recording

• 1 CH audio

• Supports 8 IP cameras (up to 4MP)

• 8 CH sync playback

• RS-485 serial interface

• Live display, playback and recording Simultaneously

• 8CH, TVI 4 MP@15fps,

 3MP@18fps, 1080P @30fps input,

 720P@60/30fps input,

• AHD/TVI/CVI 4MP/3MP/1080P/

 720P@15-30fps

 viewing & recording

• 4 CH audio

• Supports 8 IP cameras (up to 4MP)

• 8 CH sync playback

• RS-485 serial interface

• Live display, playback

 and recording Simultaneously

• 16CH, TVI 4 MP@15fps,

 3MP@18fps, 1080P @30fps input,

 720P@60/30fps input,

• AHD/TVI/CVI 4MP/3MP/1080P/

 720P@15-30fps

 viewing & recording

• 1 CH audio

• Supports 16 IP cameras (up to 4MP)

• 16 CH sync playback

• RS-485 serial interface

• Live display, playback

 and recording Simultaneously

DVR/NVR 
App

7

SUPPORTS UP TO 8 TB PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO 8 TB PLEASE CALL FOR
HARD DRIVE CAPACITY!

SUPPORTS UP TO 8 TB PLEASE CALL FOR
HARD DRIVE CAPACITY!

RMH-0828E-K 3.0

RMH-0828M-J 3.0

RMH-1628E-K 3.0

2  YEAR WARRANTY!

2  YEAR WARRANTY!

2  YEAR WARRANTY!

 



  

BOSS U3W-3MP TVI/AHD 
HYBRID Vandalproof  Dome Camera

BOSS U4W-3MP TVI/AHD 
HYBRID Vandalproof Dome Camera

• 1/3” Aptina 3.1MP CMOS Sensor, 3MP,
 With IR-CUT, Low Illumination, Real WDR,   
 DNR, UTC, OSD 3D NR,    
 Sense-up, NEW Laser 
• IR LED: 14μ x 24PCS IR range: 30M 

 2.8-12mm Manual Zoom Lens. Size: 
 ¢131 x 93(H) mm Weight: 800g 12V DC   
 (Optional Deep Base)
• (UTC/COC)  Control Over Coax

• 1/3” Aptina 3.1MP CMOS Sensor, 
 3MP, With IR-CUT, Low Illumi-
 nation, Real WDR, DNR, UTC, OSD 
 3D NR, Sense-up, NEW Laser    
• IR LED: 14μ x 18PCS IR range: 20M Board   
 

 Lens 3.6mm Lens Size: ¢94.5 x 76(H) mm   
 Weight: 450g  12V DC (Optional Deep 
 Base) (Optional 2.8mm Lens)
• (UTC/COC)  Control Over Coax

BOSS U1W-3MP TVI/AHD 
HYBRID Large Bullet Camera

• 1/3” Aptina 3.1MP CMOS Sensor, 3MP,  
 With IR-CUT, Low Illumination,Real  
 WDR, DNR, UTC,OSD  3D   
 NR, Sense-up,  NEW Laser 
• IR LED: 14μ x 48PCS  IR range: 90M  

 2.8-12mm Manual Zoom Lens Water  
 resistance: IP66 Anti-Cut 3-Axis   
 Bracket. Size: 312(W) x 133(H) x102(D)mm  
 Weight: 1.8KG 12V DC (Optional Deep Base)
• (UTC/COC)  Control Over Coax

CARTON PRICE AVAILABLE!

CARTON PRICE AVAILABLE!

CARTON PRICE AVAILABLE!

3 YEAR 
WARRANTY!

3 YEAR 
WARRANTY!

3 YEAR 
WARRANTY!

BOSS U3W-4MP AHD 
AHD Vandalproof  Dome Camera

BOSS U4W-4MP AHD 
AHD Vandalproof Dome Camera

BOSS U1W-4MP AHD 
AHD Large Bullet Camera CARTON PRICE AVAILABLE!

CARTON PRICE AVAILABLE!

CARTON PRICE AVAILABLE!

3 YEAR 
WARRANTY!

3 YEAR 
WARRANTY!

• 1/3” 4MP CMOS Sensor, 2560*1440
 With IR-CUT, Low Illumination, Real
 WDR, DNR, UTC, OSD 3D
 NR, Sense-up, NEW Laser
• IR LED: 14μ x 48PCS IR range: 90M

 2.8-12mm Manual Zoom Lens Water
 resistance: IP66 Anti-Cut 3-Axis
 Bracket. Size: 312(W) x 133(H) x102(D)mm
 Weight: 1.8KG 12V DC (Optional Deep Base)
• (UTC/COC) Control Over Coax

• 1/3” 4MP CMOS Sensor, 2560*1440
 With IR-CUT, Low Illumination, Real WDR,
 DNR, UTC, OSD 3D NR,
 Sense-up, NEW Laser
• IR LED: 14μ x 24PCS IR range: 30M

 2.8-12mm Manual Zoom Lens. Size:
 Metal, IP66 �131 x 93(H) mm Weight: 
 800g 12V DC
 (Optional Deep Base)
• (UTC/COC) Control Over Coax

• 1/3” 4 MP CMOS Sensor, 3MP,
 With IR-CUT, Low Illumination, Real 
 WDR, DNR, UTC, OSD 3D NR, 
 Sense-up, NEW Laser 

• IR LED: 14μ x 18PCS IR range: 20M Board
 Lens 2.8 mm Lens Size: �94.5 x 76(H) mm
 Weight: 450g 12V DC (Optional Deep Base) 
• (UTC/COC) Control Over Coax

3 YEAR 
WARRANTY!
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NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

 



BOSS U4W-1080P AHD/TVI/CVI/960H 
QUADBRID Vandalproof Dome Camera

• 1/2.9” SONY 2.4MP CMOS Sensor, 
 1080P/960H, With IR-CUT, Low Illumi-  
 nation, Real WDR, DNR, UTC, OSD 3D 
 NR, Sense-up,  NEW Laser 
• IR LED: 14μ x 30PCS IR range: 40M 

 2.8-12mm Manual Zoom Lens Water   
 resistance: IP66Anti-Cut 3-Axis 
 Bracket .Size: 275(W) x 91(H)x80(D)mm   
 Weight:1.4KG  12V DC (Optional Deep Base)
• (UTC/COC)  Control Over Coax

• 1/2.9” SONY 2.4MP CMOS Sensor,
 1080P/960H, With IR-CUT, Low Illumi-
 nation, Real WDR, DNR, UTC, OSD 
 3D NR, Sense-up, NEW Laser    
• IR LED: 14μ x 18PCS IR range: 20M Board   
 

 Lens 2.8mm Lens Size: ¢94.5 x 76(H) mm   
 Weight: 450g  12V DC 
 (Optional Deep Base)
• (UTC/COC)  Control Over Coax

AVAILABLE
IN BLACK!

BOSS U2W-1080P  AHD/TVI/CVI/960H 
QUADBRID Medium Bullet Camera

3 YEAR 
WARRANTY!

3 YEAR 
WARRANTY!

AVAILABLE
IN GRAY!

BOSS U1W-1080P  AHD/TVI/CVI/960H 
QUADBRID  Large Bullet Camera

• 1/2.9” SONY 2.4MP CMOS Sensor,  
 1080P/960H, With IR-CUT, Low Illumi- 
 nation,Real  WDR, DNR, UTC,OSD  3D  
 NR, Sense-up,  NEW Laser 
• IR LED: 14μ x 48PCS  IR range: 60M  

 2.8-12mm Manual Zoom Lens Water  
 resistance: IP66 Anti-Cut 3-Axis   
 Bracket. Size: 312(W) x 133(H) x102(D)mm  
 Weight: 1.8KG 12V DC (Optional Deep Base)
• (UTC/COC)  Control Over Coax

AVAILABLE
IN GRAY!

3 YEAR 
WARRANTY!

CARTON PRICE AVAILABLE!

CARTON PRICE AVAILABLE!

BOSS U3W-1080P AHD/TVI/CVI/960H 
QUADBRID Vandalproof  Dome Camera
• 1/2.9” SONY 2.4MP CMOS Sensor,
 1080P/960H, With IR-CUT, Low Illumi-  
 nation, Real WDR, DNR, UTC, OSD 3D NR,   
 Sense-up, NEW Laser 
• IR LED: 14μ x 24PCS IR range: 30M 

 2.8-12mm Manual Zoom Lens. Size: 
 ¢131 x 93(H) mm Weight: 800g 12V DC   
 (Optional Deep Base)
• (UTC/COC)  Control Over Coax 3 YEAR 

WARRANTY!

AVAILABLE
IN BLACK!

CARTON PRICE AVAILABLE!

CARTON PRICE AVAILABLE!

• 2MP 1080P Fisheye camera, 
• 1.8mm lens, 3 IR LED, DC12V,4in1
 TVI/AHD/CVI/Analog, UTC
 function,

BOSS U FISH EYE

9

• 1/2.9” SONY 2.4MP CMOS Sensor,
 1080P/960H, With IR-CUT, Low Illum., 
 Real WDR,DNR,UTC,OSD 3D NR, Sense-up
• IR range, Real WDR, 2-12 mm Varifocal   
 

 Lens, OSD Menu with Joy Stick, 12V DC 
 Water resistance: IP66
• (UTC/COC)  Control Over Coax

OPTIONAL
BRACKET!

3 YEAR 
WARRANTY!

CARTON PRICE AVAILABLE!

BOSS U5W-1080P AHD/TVI/CVI/960H 
QUADBRID Full Size Dome

NEW 
ITEM!

 



4

• 2MP 1080P PIR type covert camera,3.7mm pinhole lens, 
• 18 IR LED, DC12V,4in1TVI/AHD/CVI/Analog, UTCfunction,

BOSS U-MDIR-1080P AHD/TVI/CVI/960H 
QUADBRID Motion Detector

3 YEAR WARRANTY!

• 1/2.9” SONY 2.4MP CMOS Sensor, 1080P/960H, With 
• IR-CUT, Low Illumination, Real WDR, DNR, UTC, OSD
 3D NR, Sense-up, Board Lens 3.6mm Lens Size: 12V DC

BOSS U-SD-1080P AHD/TVI/CVI/960H 
QUADBRID Smoke Detector

BOSS U9W-1080P AHD/TVI/CVI/960H 
QUADBRID Bullet Camera 

• 1/2.9” SONY 2.4MP CMOS Sensor,  
 1080P/960H, With IR-CUT, Low Illumina  
 tion, REAL WDR, 3D NR, Sense-up, 
 OSD  NEW Laser IR LED: 14μ x 30PCS 
• IR range: 40M  Water resistance: IP66 

 Board Lens 2.8mm. 
 Size: 170.2(W)x76(H)x72.2(D)mm 
 Weight: 700g 12V DC
• (UTC/COC)  Control Over Coax

CARTON PRICE AVAILABLE!

3 YEAR 
WARRANTY!

BOSS U8W-1080P AHD/TVI/CVI/960H 
QUADBRID Small Bullet Camera

• 1/2.9” SONY 2.4MP CMOS Sensor, 
 1080P/960H, With IR-CUT, Low Illumi  
 nation, Real WDR, DNR, UTC, OSD 3D NR,   
 Sense-up, NEW Laser IR LED: 14μ x 18PCS

  IR range: 20M Board Lens 2.8mm Lens   
 Size: 151(W) x 64(H) x65.5(D) mm Weight:   
 700g  12V DC
• (UTC/COC)  Control Over Coax

CARTON PRICE AVAILABLE!

3  YEAR 
WARRANTY!

10

COVERT CAMERA

NEW 
ITEM!

 



MOTORIZED LARGE BULLET

BOSS U1B-1080P MZ

BOSS U1W-1080P MZ
• 1/2.9” SONY 2.1MP CMOS Sensor,   

 1080P/960H, With IR-CUT, Low Illumi- 

 nation,Real  WDR, DNR, UTC,OSD  3D  

 NR, Sense-up,  NEW Laser 
• IR range: 90M    

 2.7-13.5mm Motor Zoom & Auto Focus

 Lens Water resistance: IP66 Anti-Cut 3-Axis  

 Weight: 1.8KG 12V DC (Optional Deep Base)
• (UTC/COC)  Control Over Coax

• 1/2.9” SONY 2.1MP CMOS Sensor,   

 1080P/960H, With IR-CUT, Low Illumi- 

 nation,Real  WDR, DNR, UTC,OSD  3D  

 NR, Sense-up,  NEW Laser 
• IR range: 60M    

 2.7-13.5mm Motor Zoom & Auto Focus

 Lens Water resistance: IP66 Anti-Cut 3-Axis  

 Weight: 1.8KG 12V DC (Optional Deep Base)
• (UTC/COC)  Control Over Coax

• 1/2.9” SONY 2.1MP CMOS Sensor,   

 1080P/960H, With IR-CUT, Low Illumi- 

 nation, Real  WDR, DNR, UTC,OSD  3D  

 NR, Sense-up,  NEW Laser 
• IR range: 30M    

 2.7-13.5mm Motor Zoom & Auto Focus

 Lens Water resistance: IP66 Anti-Cut 3-Axis  

 Weight: 1.8KG 12V DC (Optional Deep Base)
• (UTC/COC)  Control Over Coax

• 1/2.9” SONY 2.1MP CMOS Sensor,   

 1080P/960H, With IR-CUT, Low Illumi- 

 nation, Real  WDR, DNR, UTC,OSD  3D  

 NR, Sense-up,  NEW Laser 
• IR range: 20M    

 2.7-13.5mm Motor Zoom & Auto Focus

 Lens Water resistance: IP66 Anti-Cut 3-Axis  

 Weight: 1.8KG 12V DC
• (UTC/COC)  Control Over Coax

3 YEAR 
WARRANTY!

3 YEAR 
WARRANTY!

OPTIONAL
BRACKET!BOSS U5-1080P MZ 

QUADBRID Full Size Dome

& AUTO FOCUS 
1080P UNIVERSAL SOLUTION

MOTORIZED  DOME CAMERAS

3 YEAR WARRANTY!

3 YEAR WARRANTY!

BOSS  U3W-1080P MZ 
QUADBRID Vandalproof  Dome Camera
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LONG RANGE BULLET

BOSS LPR U LR -1080P
• 2MP 1080P LPR camera 
• 9-22mm manual 
 varifocal lens, 
• 4 Matrix IR LED,DC12V, 
• 4in1 TVI/AHD/CVI/
 Analog, UTC function

BOSS LPR U SLR -1080P
• 2MP 1080P LPR camera 
• 5-50mm manual 
 varifocal lens, 
• 4 Matrix IR LED,DC12V, 
• 4in1 TVI/AHD/CVI/
 Analog, UTC function

• 2MP 1080P Bullet Camera, 
• 5-90mm motorized lens, 
• 28 Advanced IR LED, DC12V 
• 4in1TVI/AHD/CVI/Analog, 
• UTC function.

BOSS U SLR - 1080P - MZ

• 2MP 1080P Bullet Camera,  
• 5-60mm motorized lens, 
• 28 Advanced IR LED, DC12V 
• 4in1TVI/AHD/CVIAnalog
• UTC function

LICENSE PLATE RECOGNITION

BOSS U LR - 1080P - MZ

12

NEW 
ITEM!

NEW 
ITEM!
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BOSS AHD1080P- PTZ18XNB
• 1/2.8” SONY CMOS Sensor 2MP/1080P

• Low Illumination, ICR, DNR

• 18X Optical Zoom (f=4.7mm-84.6mm)

• Weatherproof Outdoor IP66

• �21x10PCS IR LEDS, IR Range: 120m

• Pan Range: 0°�360° Cont. Tilt Range: 0°�90° Flip

• Pan Speed: 200°/sec; Tilt Speed: 30°/sec

• Preset Points: 220 • Guard Tours: 8 Groups

• Guard Points: Max.32 points

• RS485, Pelco D/P supported • OSD Menu Available

• Power Adaptor: DC12V/4A

WEATHERPROOF  
OUTDOOR IP66

2  YEAR WARRANTY!

BOSS  AHD1080P-PTZ18X
• 1/2.8” SONY CMOS Sensor 2.4MP/1080P

• Low Illumination, ICR, 3D NR, 16X Digital Zoom

• 18X Optical Zoom (f=5.35mm-96.3mm)

• �22x8PCS+�16x6PCS IR LEDS, IR Range: 120m

• Pan Range: 0°�360° Cont.; Tilt

• Preset Points: 220 

• Guard Points: Max.16 points

• �RS485, Pelco D/P supported

• OSD Menu Available

• Power Adaptor: DC12V/3A

WEATHERPROOF  
OUTDOOR IP66

2  YEAR WARRANTY!

BOSS  TVI1080P PTZ33X
WEATHERPROOF  
OUTDOOR IP66

2  YEAR WARRANTY!

PTZ CAMERA

• 1/2.8” SONY CMOS Sensor 2.4MP/1080P

• Low Illumination, ICR, DWDR, 3D NR

• 33X Optical Zoom (f=4.7mm-155mm)

• Weatherproof Outdoor IP66

• �21x10PCS IR LEDS, IR Range: 120m

• Pan Range: 0°�360° Cont.; Tilt Range: 0°�90° Flip

• Pan Speed: 200°/sec; Tilt Speed: 30°/sec

• Preset Points: 220 • Guard Tours: 8 Groups

• Guard Points: Max.32 points

• RS485, Pelco D/P supported

• OSD Menu Available

• Power Adaptor: DC12V/4A

13
 



BOSS TVI1080P PTZ10X

BOSS TVI1080P PTZ18XNB

BOSS SDK75

BOSS SDK85

•1/2.8” SONY CMOS Sensor 2.4MP/1080P
•Low Illumination, ICR, 3D NR, 16X Digital Zoom
•10X Optical Zoom (f=5.13mm-46.3mm)
•Weatherproof Outdoor IP66
•�16x6PCS IR LEDS, IR Range: 50m
•Pan Range: 0°�360° Continue; Tilt Range: 0°�90° Flip
•Pan Speed: 200°/sec; Tilt Speed: 100°/sec
•Preset Points: 220 • Guard Tours: 3 Groups
•Guard Points: Max.16 points
•RS485, Pelco D/P supported
•OSD Menu Available
•Power Adaptor: DC12V/3A

•1/2.8” SONY CMOS Sensor 2.4MP/1080P
•Low Illumination, ICR, 3D NR, 16X Digital Zoom
•10X Optical Zoom (f=5.13mm-46.3mm)
•Weatherproof Outdoor IP66
•�16x6PCS IR LEDS, IR Range: 50m
•Pan Range: 0°�360° Continue; Tilt Range: 0°�90° Flip
•Pan Speed: 200°/sec; Tilt Speed: 100°/sec
•Preset Points: 220 • Guard Tours: 3 Groups
•Guard Points: Max.16 points
•RS485, Pelco D/P supported
•OSD Menu Available
•Power Adaptor: DC12V/3A

•1/2.8” CMOS Sensor 2.4MP/1080P
• Low Illumination, ICR, DWDR, 3D NR
• 18X Optical Zoom (f=5.35mm-96.3mm)
• Weatherproof Outdoor IP66
• �11x2+17x4 PCS IR LEDS, IR Range: 50m
• Pan Range: 0°�360° Continue; Tilt Range: 0°�90° Flip
• Pan Speed: 200°/sec; Tilt Speed: 30°/sec
• Preset Points: 220 • Guard Tours: 8 Groups
• Guard Points: Max.32 points
• RS485, Pelco D/P supported
• OSD Menu Available
• Power Adaptor: DC12V/2A

WEATHERPROOF  OUTDOOR IP66

2  YEAR WARRANTY!

WEATHERPROOF  OUTDOOR IP66

2  YEAR WARRANTY!

WEATHERPROOF  OUTDOOR IP66

2  YEAR WARRANTY!

2  YEAR WARRANTY!

2  YEAR WARRANTY!

• HD PTZ Controller with 3D
• (Pan/Tilt,Zoom) Joystick for
• Analog PTZ and AHD/
 HD-CVI/HD-TVI PTZ
• Protocol: Pelco-P, Pelco-D
• Baud Rate(bps): 1200, 
 2400, 4800, 9600, 19200
• Communication Mode: 
 RS485 half-duplex

• HD PTZ Controller with 3D
• (Pan/Tilt,Zoom) Joystick for
• Analog PTZ and AHD/
 HD-CVI/HD-TVI PTZ
• Protocol: Pelco-P, Pelco-D
• Baud Rate(bps): 1200, 2400, 
 4800, 9600, 19200
• Communication Mode: 
 RS485 half-duplex

BOSS AHD1080P PTZ10X

PTZ CAMERA

14

 



2  YEAR WARRANTY!

BOSS HDSDI-4

2  YEAR WARRANTY!

BOSS HDSDI-2

• Imaging Sensor 1/2.8”
 2.4 Megapixel SONY CMOS
• Scanning System Progressive Scan
• S/N Ratio More than 50dB (AGC Off)
• Video Output Mode 1080P(1920 X 1080)
• Video Output Level HD-SDI /
 1.0 Vp-p (75 ¢Composite)

• Lens 3.6mm Fixed Lens
• Min. Illum. 1.0Lux(Color), 0.5Lux(BW)
• IR Distance 20M(with ¢5X21PCS LED)
• OSD Built-in
• Electronic Shutter Auto/
 FLK/1/25, 30sec ~ 1/60000sec
• AGC Level adjustable

• DNR Low/Middle/High
• Digital Zoom 1.0X-8.0X
• D-DFFECT Mirror/Flip/D-Zoom/Defog
• Back Light HLC/BLC/WDR
• SENS-UP X2-X8
• Voltage/Current DC12V+10% / 
 210mA(450mA with IR on)

• Imaging Sensor 1/2.8”
 2.4 Megapixel SONY CMOS
• Scanning System Progressive Scan
• S/N Ratio More than 50dB (AGC Off)
• Video Output Mode 1080P(1920 X 1080)
• Video Output Level HD-SDI /
 1.0 Vp-p (75 ¢Composite)

• Lens 2.8-12mm Manual Zoom Lens
• Min. Illum. 1.0Lux(Color), 0.5Lux(BW)
• IR Distance 30M(with ¢5X36PCS LED)
• OSD Built-in
• Electronic Shutter Auto/
 FLK/1/25, 30sec ~ 1/60000sec
• AGC Level adjustable

• DNR Low/Middle/High
• Digital Zoom 1.0X-8.0X
• D-DFFECT Mirror/Flip/D-Zoom/Defog
• Back Light HLC/BLC/WDR
• SENS-UP X2-X8
• Voltage/Current DC12V+10% / 
 210mA(450mA with IR on)

• Imaging Sensor 1/2.8”
 2.4 Megapixel SONY CMOS
• Scanning System Progressive Scan
• S/N Ratio More than 50dB (AGC Off)
• Video Output Mode 1080P (1920 X 1080)
• Video Output Level HD-SDI /
 1.0 Vp-p (75 ¢Composite)

• Lens 2.8-12mm Manual Zoom Lens
• Min. Illum. 1.0Lux(Color), 0.5Lux(BW)
• IR Distance 40M(with ¢5X42PCS LED)
• OSD Built-in
• Electronic Shutter Auto/
 FLK/1/25, 30sec ~ 1/60000sec
• AGC Level adjustable

• DNR Low/Middle/High
• Digital Zoom 1.0X-8.0X
• D-DFFECT Mirror/Flip/D-Zoom/Defog
• Back Light HLC/BLC/WDR
• SENS-UP X2-X8
• Voltage/Current DC12V+10% / 
 210mA(450mA with IR on)

2  YEAR WARRANTY!

BOSS HDSDI-3

HD-SDI CAMERA’s

RHE-413A-N V2

2  YEAR WARRANTY!

RHE-428-J

2  YEAR WARRANTY!

• Support 8 HD-SDI Cameras (1080P /720p) 
• Record 30 fps @720p & 15 fps @1080p
• Full HD 1080p Picture Quality
• 1080p HDMI/VGA for Display
• Dual Monitor 1080p Output and Operation Independent
• Intelligent Video System Supported
• Triple Streaming for Live Display/Playback/Recording

• Support Mac System/4G Mobile System/Touch-Panel LCDRHE-828-N

2  YEAR WARRANTY!

HD-SDI  DVR’s

• Support 8 HD-SDI Cameras (1080P /720p) 
• Record 30 fps @720p & 15 fps @1080p
• Full HD 1080p Picture Quality
• 1080p HDMI/VGA for Display
• Dual Monitor 1080p Output and Operation Independent
• Intelligent Video System Supported
• Triple Streaming for Live Display/Playback/Recording

• Support Mac System/4G Mobile System/Touch-Panel LCDRHE-828-J

2  YEAR WARRANTY!

• 16 CH HD-SDI, IP, TVI and AHD all-in-one DVR
• Recording frame rate per channel
 Max. 8MP@30fps�5MP@30 fps�4MP@30 
 fps�3MP@30 fps�1080P@30/25 fps 
 (ONVIF 2.0 and above H.264 / H.265 IP CAM)
• 16 CH sync real-time playback
• Auto signal detection

• Multiple input: mix any signal on same screenRXH-1625-AU-B ULTRA

2  YEAR WARRANTY!

FULLHD ADVANCED 1080P RESOLUTION!

2  YEAR WARRANTY!

BOSS HDSDI-1• Imaging Sensor 1/2.8”
 2.4 Megapixel SONY CMOS
• Scanning System Progressive Scan
• S/N Ratio More than 50dB (AGC Off)
• Video Output Mode 1080P(1920 X 1080)
• Video Output Level HD-SDI /
 1.0 Vp-p (75 ¢Composite)

• Lens 2.8-12mm Manual Zoom Lens
• Min. Illum. 1.0Lux(Color), 0.5Lux(BW)
• IR Distance 50M(with ¢5X72PCS LED)
• OSD Built-in
• Electronic Shutter Auto/
 FLK/1/25, 30sec ~ 1/60000sec
• AGC Level adjustable

• DNR Low/Middle/High
• Digital Zoom 1.0X-8.0X
• D-DFFECT Mirror/Flip/D-Zoom/Defog
• Back Light HLC/BLC/WDR
• SENS-UP X2-X8
• Voltage/Current DC12V+10% / 
 210mA(450mA with IR on)

• 4 Channel HD-SDI 1080p*720p inputs
• Almost 30% Storage Space Saved By Using H.264 AVC
• Record 15 FPS@1080p
• Dual Monitor 1080p Output and Operation Independent
• Intelligent Video System Supported
• 2-Way Audio Communication HD
   Multiplexer Display Aspect Ration 4:3/ 16:9 Switchable

• 1080p HDMI/VGA Output for Display, Playback, and Recording
• Support Mac System/4G Mobile System/Touch-Panel LCD

• 4 Channel HD-SDI 1080p*720p inputs
• Almost 30% Storage Space Saved By Using H.264 AVC
• Record 30 FPS@1080p
• Dual Monitor 1080p Output and Operation Independent
• Intelligent Video System Supported
• 2-Way Audio Communication HD
   Multiplexer Display Aspect Ration 4:3/ 16:9 Switchable

• 1080p HDMI/VGA Output for Display, Playback, and Recording
• Support Mac System/4G Mobile System/Touch-Panel LCD

ACCESSORIES INCLUDED
         CAMERA PURCHASES!WITH

ALL

DVR/NVR 
App

SUPPORTS 
UP TO 8 TB

SUPPORTS 
UP TO 16 TB

SUPPORTS 
UP TO 8 TB

SUPPORTS 
UP TO 16 TB

SUPPORTS 
UP TO 16 TB

15

NEW 
ITEM!

 

EAR WARRANTY!



IVR’s - NETWORK  VIDEO RECORDER’s

2  YEAR WARRANTY!

BOSSIVR-1681E-N• Support HD realtime recording
• 18 ports (16 cam, 1 internet, 1 LAN)
• Standalone Linux embedded system
• Web-based management
• Support up to 16 PoE network cameras
• Support P2P remote access

• Support iCMS system
• Auto system management
• Support motion detection & alert
• Support touch monitor
• Support up to 5MP camera

PLEASE CALL FOR
HARD DRIVE CAPACITY!SUPPORTS UP TO 16 TB

IVR’s - ULTRA SERIES H.265

4.0
MP

BOSS
IVR-3281UA-B Ultra

PLEASE CALL FOR
HARD DRIVE CAPACITY!

• Ultra Network 
• Main Feature
• Support 4K realtime recording
• 18 ports (16 x PoE camera, 
 1 x internet, 1 x LAN)   
 32 CH(16 through built in port POE

& 16 through external LAN switch)
Recording Support H.264 / H.265
1280 * 720 @ 30/25 fps
1920 * 1080 @ 30/25 fps
3840 * 2160 @ 30/25 fps
Bitrate <10Mbps / per CH ; Total bitrate 

SUPPORTS UP TO  48TB

BOSS
IVR-0880E-N Ultra

BOSS
IVR-1680E-N Ultra

BOSS
IVR-1681E-N Ultra

BOSS
IVR-2581E-B Ultra

PLEASE CALL FOR
HARD DRIVE CAPACITY!

• Ultra Network 
• Main Feature
• Support 4Krealtime recording
 1 x internet, 1 x LAN)   
 8 CH 8 through external LAN switch)
 Recording Support H.264 / H.265

1280 * 720 @ 30/25 fps
1920 * 1080 @ 30/25 fps
3840 * 2160 @ 30/25 fps
Bitrate <10Mbps / per CH; 
Total bitrate 220Mbps 
Auto detection, 

PLEASE CALL FOR
HARD DRIVE CAPACITY!

• Ultra Network 
• Main Feature
• Support 4Krealtime recording
 1 x internet, 1 x LAN)   
 16 CH 16 through external LAN switch)
 Recording Support H.264 / H.265

1280 * 720 @ 30/25 fps
1920 * 1080 @ 30/25 fps
3840 * 2160 @ 30/25 fps
Bitrate <10Mbps / per CH; 
Total bitrate  220Mbps 
Auto detection, 

PLEASE CALL FOR
HARD DRIVE CAPACITY!

• Ultra Network 
• Main Feature
• Support 4K realtime recording
• 18 ports (16 x PoE camera, 
 1 x internet, 1 x LAN)   
 16 CH (16 through built in port POE

Recording Support H.264 / H.265
1280 * 720 @ 30/25 fps
1920 * 1080 @ 30/25 fps
3840 * 2160 @ 30/25 fps
Bitrate <10Mbps / per CH 
Total bitrate < 220Mbps

PLEASE CALL FOR
HARD DRIVE CAPACITY!

• Ultra Network 
• Main Feature
• Support 4K realtime recording
• 18 ports (16 x PoE camera, 
 1 x internet, 1 x LAN)   
 25 CH (16 through built in port POE

& 9 through external LAN switch)
Recording Support H.264 / H.265
1280 * 720 @ 30/25 fps
1920 * 1080 @ 30/25 fps
3840 * 2160 @ 30/25 fps
Bitrate <10Mbps / per CH

DUAL HD  4k INDEPENDENT DISPLAY MONITORS!

ACCESSORIES INCLUDED
         CAMERA PURCHASES!WITH

ALL

DVR/NVR 
App
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SUPPORTS UP TO  48TB

SUPPORTS UP TO  16TB

SUPPORTS UP TO  16TB

SUPPORTS UP TO  16TB
NEW 

ITEM!

NEW 
ITEM!

NEW 
ITEM!

NEW 
ITEM!

 



IP CAMERA’s
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2  YEAR WARRANTY!

• 1/2.8” SONY 3.2MP Starvis Back-illuminated CMOS 

Sensor, Ambarella S2L, Low-stream, WDR; External 

POE, Main Stream: 3MP/1080P/720P@30fps; 4MP HD 

Lens, With IR-CUT, Vandalproof IR Dome Camera, NEW 

Laser IR LED: 14μ x 24PCS, IR Range: 30m,2.8-12mm 

Manual Zoom Lens, Size: �131 x 93(H) mm, Weight: 

800g (Optional Deep Base)

BOSS IP3W-3.2MP STARVIS
VANDALPROOF IR DOME CAMERA

3.2
MP

1/3” OV 4MP High-resolution CMOS Sensor Ambarella 

S2L, Low-stream, WDR; With IR-CUT; External POE, 

Main Stream: 4MP@20fps, 3MP/1080P@30fps; 4MP HD 

Lens, With IR-CUT, NEW Laser IR LED: 14μ x 24PCS, IR 

Range: 30m,2.8-12mm Manual Zoom Lens, Size: �131 x 

93(H) mm, Weight: 800g (Optional Deep Base)

BOSS IP3W-4MP 
VANDALPROOF IR DOME CAMERA

4.0
MP

2  YEAR WARRANTY!

1/2.8” SONY 3.2MP Starvis Back-illuminated CMOS 

Sensor Ambarella S2L, Low-stream, WDR; External 

POE, Main Stream: 3MP/1080P/720P@30fps; 4MP HD 

Lens, With IR-CUT, Vandalproof & Waterproof, Dome 

Camera, Water resistance: IP66, IR LED: �5 (12μ) 

x 21PCS, IR range: 20M,2.8-12mm Manual Zoom 

Lens,2-Axis Bracket Built-in, Size: �151×108(H)mm 

Weight: 1.2KG (Model: BOSS IP3W-5MP Vandalproof IR 

BOSS IP5W-3.2MP STARVIS
VANDAL/WATERPROOF, DOME CAMERA

3.2
MP

2  YEAR WARRANTY!

1/3” OV 4MP High-resolution CMOS Sensor HISILICON 

Hi3516D, WDR; With IR-CUT; Built-in POE

Main Stream: 4MP@20fps, 3MP/1080P@30fps; 

4MP HD Lens, With IR-CUT, Vandalproof & Waterproof, 

Dome Camera, Water resistance: IP66, IR 

LED: �5 (12μ) x 21PCS, IR range: 20M,2.8-12mm 

Manual  Zoom Lens,2-Axis Bracket Built-in, 

Size: �151×108(H)mm Weight: 1.2KG (Optional  

BOSS IP5W-4MP 
VANDAL/WATERPROOF, DOME CAMERA

4.0
MP

2  YEAR WARRANTY!

BOSS IP1W-4MP  
LARGE BULLET CAMERA

• 1/3” OV 4MP High-resolution CMOS Sensor Ambarella  

 S2L, Low-stream, WDR; With IR-CUT; Built-in POE  

 Main Stream: 4MP@20fps, 3MP/1080P@30fps;  

 4MP HD Lens, With IR-CUT   NEW Laser IR LED: 

 14μ x 48PCS, IR range: 60M, 2.8-12mm Manual 

 Zoom Lens, Water resistance: IP66 Anti-Cut 3-Axis  

 Bracket. Size: 312(W) x133(H) x102(D) mm, 

 Weight: 1.8KG, (Optional Deep Base) 4.0
MP

BOSS IP1B-4MP 
LARGE BULLET CAMERA

4.0
MP

• 1/3” OV 4MP High-resolution CMOS Sensor Ambarella  

 S2L, Low-stream, WDR; With IR-CUT; Built-in POE  

 Main Stream: 4MP@20fps, 3MP/1080P@30fps;  

 4MP HD Lens, With IR-CUT   NEW Laser IR LED: 

 14μ x 48PCS, IR range: 60M, 2.8-12mm Manual 

 Zoom Lens, Water resistance: IP66 Anti-Cut 3-Axis  

 Bracket. Size: 312(W) x133(H) x102(D) mm, 

 Weight: 1.8KG, (Optional Deep Base)

2  YEAR WARRANTY!

2  YEAR WARRANTY!

BOSS IP1B-3.2MP STARVIS
LARGE BULLET CAMERA

• 1/2.8” SONY 3.2MP Starvis Back-illuminated CMOS  

 Sensor Ambarella S2L, Low-stream, WDR; Built-in  

 POE Main Stream: 3MP/1080P/720P@30fps; 4MP  

 HD Lens, With IR-CUT NEW Laser IR LED: 14μ x  

 48PCS, IR range: 60M, 2.8-12mm Manual Zoom Lens,  

 Water resistance: IP66 Anti-Cut 3-Axis Bracket.  

 Size: 312(W) x 133(H) x102(D) mm, 

 Weight: 1.8KG, (Optional Deep Base) 3.2
MP2  YEAR WARRANTY!

BOSS IP1W-3.2MP STARVIS 
LARGE BULLET CAMERA

• 1/2.8” SONY 3.2MP Starvis Back-illuminated CMOS  

 Sensor Ambarella S2L, Low-stream, WDR; Built-in  

 POE Main Stream: 3MP/1080P/720P@30fps; 4MP  

 HD Lens, With IR-CUT NEW Laser IR LED: 14μ x  

 48PCS, IR range: 60M, 2.8-12mm Manual Zoom Lens,  

 Water resistance: IP66 Anti-Cut 3-Axis Bracket.  

 Size: 312(W) x 133(H) x102(D) mm, 

 Weight: 1.8KG, (Optional Deep Base) 3.2
MP2  YEAR WARRANTY!

• 1/2.8” SONY 2MP Back-illuminated CMOS Sensor, 

Ambarella S2L, Low-stream, WDR; External POE, Main 

Stream: 3MP/1080P/720P@30fps; 4MP HD Lens, With 

IR-CUT, Vandalproof IR Dome Camera, NEW Laser IR 

LED: 14μ x 24PCS, IR Range: 30m,2.8-12mm Manual 

Zoom Lens, Size: �131 x 93(H) mm, Weight: 800g 

(Optional Deep Base)

BOSS IP3W-2MP 
VANDALPROOF IR DOME CAMERA

2.0
MP

PLEASE CALL FOR 5MP PRICES!
 



& AUTO FOCUS LENS IP CAMERA’s

3 YEAR  WARRANTY!

3 YEAR  WARRANTY!

• 1/3” High-resolution CMOS Sensor
 WDR; With IR-CUT; 
 External POE Main Stream: 
 4MP@20fps, 3MP/1080P@30fps; 
 5MP HD Lens 2.7-13.5mm Motorized 
 Zoom & Auto Focus Lens
• Night Vision up to 100 FT
• Support ONVIF 2.4
• Compression H.264/H.265/JPEG/AVI/MJPEG

• 1/3” High-resolution CMOS Sensor
 WDR; With IR-CUT; 
 External POE Main Stream: 
 4MP@20fps, 3MP/1080P@30fps; 
 5MP HD Lens 2.7-13.5mm Motorized 
 Zoom & Auto Focus Lens
• Night Vision up to 60 FT
• Support ONVIF 2.4
• Compression H.264/H.265/JPEG/AVI/MJPEG

BOSS 
IP3W-4MP MZ

BOSS 
IP5W-4MP MZ

BOSS 
IP1W-4MP MZ

• 1/3” High-resolution CMOS Sensor
 WDR; With IR-CUT; 
 Internal POE Main Stream:      
 4MP@20fps, 3MP/1080P@30fps; 
 5MP HD Lens 2.7-13.5mm Motorized
 Zoom & Auto Focus Lens
• Night Vision up to 300 FT
• Support ONVIF 2.4
• Compression H.264/H.265/JPEG/AVI/MJPEG

3 YEAR  WARRANTY!

AVAILABLE
IN GRAY!
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PIGTAILS & 
CONNECTORS

ACCESSORIES INCLUDED
         CAMERA PURCHASES!WITH

ALL

THE MOST COMPETITIVE PRICING!

2  YEAR WARRANTY!

WEATHERPROOF OUTDOOR IP66 WEATHERPROOF OUTDOOR IP66

BOSS
IP-PTZ22XIR2MP

• 1/2.9” SONY Low Illumination 2.4MP CMOS Sensor

 Main Stream: 1080P@30fps; With IR-CUT

 22X Optical Zoom (f=3.9mm-85.5mm)

• 7” HD-IP Medium Speed Dome Camera

• Weatherproof Outdoor IP66

• ¢22x8PCS IR LEDS, IR Range: 120m

• Pan Range: 0°~360° Continue; 

 Tilt Range: 0°~90° Flip

• Pan Speed: 60°/sec; 

 Tilt Speed: 45°/sec

• Preset Points: 220

• Guard Tours: 3 Groups

• Guard Points: Max.16 points

• TCP/IP, HTTP, FTP, RTSP

• P2P Support

• Power Adaptor: DC12V/4A

• Lightning Protection: 

 Transient Voltage 6000V

• 1/3” OmniVision 4MP High-resolution 

 CMOS Sensor

 Main Stream: 4MP@30fps; With IR-CUT

 H.264/H.265 Compression

 20X Optical Zoom (f=4.7mm-94mm)

• 7” HD-IP Medium Speed Dome Camera

• Weatherproof Outdoor IP66

• ¢22x8PCS IR LEDS, IR Range: 120m

• Pan Range: 0°~360° Continue; 

 Tilt Range: 0°~90° Flip

• Pan Speed: 60°/sec; Tilt Speed: 45°/sec

• Preset Points: 220

• Guard Tours: 3 Groups

• Guard Points: Max.16 points

• TCP/IP, HTTP, FTP, RTSP

• P2P Support

• Power Adaptor: DC12V/4A

• Lightning Prot.: Transient Voltage 6000V

4 MP2 MP

BOSS
IP-PTZ22XIR4MP
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PIGTAILS & 
CONNECTORS

ACCESSORIES INCLUDED
         CAMERA PURCHASES!WITH

ALL

THE MOST COMPETITIVE PRICING!

• IP PTZ Controller with 3a IP PTZ  Controller with 3D (Pan/ 

 Tilt,Zoom) Joystick for IP PTZ 1MP/2MP/4MP

• ONVIF2.4 compatible

• 5’’ colorful LED display

• Plug and Play , automatically 

 add  and distribute IP address

• 3D joystick

• Support USB and HDMI output D 
2  YEAR WARRANTY!

SDK95

WEATHERPROOF  OUTDOOR IP66

2  YEAR WARRANTY!

BOSS
IP-PTZ10XIR4MP

• 1/3” OmniVision 4MP High-resolution
 CMOS Sensor Main Stream:    
4MP@30fps; With IR-CUT H.264/
 H.265 Compression
 10X Optical Zoom (f=4.7mm-94mm)
• HD-IP Medium Speed Dome Camera
• Weatherproof Outdoor IP66
•�16x6PCS IR LEDS, IR Range: 50m
• Pan Range: 0°~360° Continue; 
 Tilt Range: 0°~90° Flip
• Pan Speed: 60°/sec; Tilt Speed: 45°/sec
• Preset Points: 220
• Guard Tours: 3 Groups

WEATHERPROOF  OUTDOOR IP66

BOSS
IP FISH EYE

BOSS
IP PTZ CONTROLLER

2  YEAR WARRANTY!

• 1/2.5” 5.0 Megapixel Progressive  Scan Aptina CMOS 

sensor

• DaVinci High Perf. DSP of TI

• H.264&MJPEG video compression and JPEG image capture

• Max 10fps @ 5.0MP (2592×1920)

• Dual encoding streams supported

• 3 array infrared light ;

 Max IR Distance :15m

• Lens: 1.57mm;F2.2 ; Fixed Lens

• True Day/Night

• Support DC12V 

 power supply, POE

• Support TF Card,

• Built-in Web server, NVR, CMS
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PIGTAILS & 
CONNECTORS

ACCESSORIES INCLUDED
         CAMERA PURCHASES!WITH

ALL

IP TEST MONITOR

•  AHD can be tested simultaneously
•  Quickly scans network for IP devices and addresses.
•  Works with more than 80 different camera brands.
•  Rapid ONVIF, searches camera quickly, auto login and  

 camera images displayed, ability to activate and 

 modify IP camera.
•  Ability to adjust video level, PEAK video signal level,  

 SYNC signal level, and color bar chroma level.
• UTP cable tester (allows testing of cable connection  

 status), cable tracer and PD tester.
•  7 inch wide, touch screen monitor.
•  DC 12V 2A power output and POE power output.
•  TDR tester, easy to check status of both network.

 and BNC cable.

• CVI/TVI/AHD/SDI can be tested simultaneously
•  Quickly scans network for IP devices and addresses.
•  Works with more than 80 different camera brands.
•  Rapid ONVIF, searches camera quickly, auto login and  

 camera images displayed, ability to activate and 

 modify IP camera.
•  Ability to adjust video level, PEAK video signal level,  

 SYNC signal level, and color bar chroma level.
• UTP cable tester (allows testing of cable connection  

 status), cable tracer and PD tester.
•  7 inch wide, touch screen monitor.
•  DC 12V 2A power output and POE power output.
•  TDR tester, easy to check status of both network.

 and BNC cable.

3 in1 IP-POE/AHD 
Analog tester!

6 in1 IP-POE/TVI/CVI/
AHD/SDI Analog tester!

BOSSAHD 
TEST MONITOR

BOSSUNIVERSAL 
TEST MONITOR
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POE   POWER OVER INTERNET
POE SWITCH

• 5-PORT 10/1000M SWITCH WITH 4-PORT 
• POE IEEE 802.3af, 
• Poe Power Output: 15.4Watts 
• Power Adaptor: DC48V/1250MA

BOSS POE SWITCH - 4

GREAT LOW PRICE

2  YEAR WARRANTY!

• 8-PORT 10/1000M + 2-PORT 10/100/1000M
• SWITCH WITH 8-PORT POE
• IEEE 802.3af, Poe Power Output: 15.4Watts
• Power Adaptor: DC48V/2500MA

BOSS POE SWITCH-8

GREAT LOW PRICE

2  YEAR WARRANTY!

BOSS POE SWITCH-24

GREAT LOW PRICE

2  YEAR WARRANTY!

• 24-PORT 10/1000M + 2-PORT Giga Web Switch
• SWITCH WITH 24-PORT POE
• IEEE802.3af, IEEE802.3at
• Power Adaptor: AC100V~230V
• Poe Budget: 270Watts
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POWER ADAPTERS / IR ILLUMINATORS

POWER SUPPLIES

CONNECTORS / PASSIVE VIDEO BALUN TRANSCEIVERS

BNC TWIST-ON
RG59 MALE

BNC FEMALE TO
RCA MALE

BNC MALE TO 2 
BNC FEMALE

BNC COUPLER 
FEMALE

BNC COMPRESSION 
FOR RG59

BNC MALE 
CRIMP-ON

BNC MALE TO
RCA FEMALE

BNC MALE TO
2 BNC FEMALE

POWER ADAPT. CABLE
MALE/FEMALE PIGTAIL GROUND LOOP ISOLATOR I TYPE

VIDEO BALUN UTC CONTROLLERDC POWER 
CONNECTOR

LED80 LED130 PB12V-1A PB12V-5M AC to DC CONV.

80 IRS 
@220FT/45O

1000mA 5000mA 1500mA (Max)

PROTECTION: 

DC12V
PROTECTION: 

DC12V
PROTECTION: 

AC24V to DC12V
130 IRS 

@300FT/60O

PB4-3AM PB4-5AM PB18-12AC

4 Port; 3 Amp 4 Port; 5 Amp 18 Port; 12 Amp

PB-9-10AM      PB- 18-20AM

9 Port ; 10 Amp
18 Port; 10 Amp

18 Port; 20 Amp

TYPE: 

DC12V
PROTECTION: 

PTC-DC12V
PROTECTION: 

PTC-DC12V
TYPE: 

DC12V
PROTECTION: 

PTC-DC24V

E485750
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CABLES CAT6, CAT5e, Pre-Made Siamese, Coaxial Siamese

UTP CAT-5 UTP CAT-6 PLUG & PLAY BOSS CABLE 500FT BOSS CABLE 1000FT

CAT5 NETWORK CABLE
COMMERCIAL GRADE

CAT6 NETWORK CABLE
COMMERCIAL GRADE

1000Ft 1000Ft 500ft- RG59 Coaxial 95% Braid-
ed+18/2; 18 AWG Copper Shield

1000ft- RG59 Coaxial 95% Braid-
ed+18/2; 18 AWG Copper Shield

CAT6 NETWORK CABLE
COMMERCIAL GRADE

DIFFERENT SIZES 
AVAILABLE

DIFFERENT SIZES 
AVAILABLE

COAXIAL SIAMESE CABLE 
WHITE/BLACK W/O CONNECTORS

COAXIAL SIAMESE CABLE 
WHITE/BLACK W/O CONNECTORS

DVR LOCKBOX

CABLES HDMI, DC Power, RJ45 CAT5e Ntwk, VGA, Microphone

3LEG MICROPHONE HDMI CABLE PS120V5-D

CCTV MICROPHONE CAT6 NETWORK CABLE
COMMERCIAL GRADE

DIFFERENT SIZES 
AVAILABLE

1-4DC SPLITTER CAT5/6 PREMADE

1-4 DC SPLTTER DIFFERENT SIZES 
AVAILABLE

VGA OVER CAT5/CAT-6
PASSIVE 120FT MAX

USB OVER CAT5/CAT-6
 150FT MAX

CCVT TEST MONITOR/12V 
LITHIUM EON RECHARGABLE

VGA OVER CAT5/6 USB OVER CAT5/6 TEST MONITOR

JUNCTION BOX

CAT6 NETWORK CABLE
COMMERCIAL GRADE

HOUSING & BRACKETS

BRACKET FOR U3HOUSING & BRACKET AND ACCESSORIES

BRACKET FOR U3JUNCTION BOX 
FOR U4

JUNCTION BOX 
FOR U3 & IP3

ACCESORIES
JUNCTION BOX

TECH SUPPORT: (954)589-2536

BOYNTON BEACH LOCATIONHOLLYWOOD LOCATION
(561) 465-6226    (305) 336-5958
3000 High Ridge Ste. 1, Boyton Beach, FL 33426

(954) 399-9781    (954) 589-0791
2848 Stirling Rd. Bay A, Hollywood, FL 33020

WWW.BOSSSECURITYWORLDWIDE.COM

CEILING 
MOUNT 

FOR PTZs

GUSNAKE 
BRACKET

FOR U5/IP5

POLE 
MOUNT 
FOR PTZ

CORNER 
MOUNT 
FOR PTZ

CATALOG DESIGNED BY BEANBUCKET STUDIO, HOLLYWOOD, FL  
786.218.0383 • https://www.beanbucket.com • rafael@beanbucket.com

NO SALES
TO END USER
WE WILL REFER 
TO YOU!

 

800-229-6693
www.HPIsecurity.com

An Authorized Dealer

Call


